
RF &
 M

W
 Connectors

RF &
 M

W
 Adapters

RF Connectivity
Test Solutions

Test &
 M

easurem
ent

Cable Assem
blies

Appendix

 GigaLane Co., Ltd.        sales@gigalane.com       www.gigalane.com 45

Precision Adapters between Series

N (M) - SMA (M) N (M) - SMA (F)
 

   Part No. NMS-ADP-SMS-01
  Freq. 18 GHz
   VSWR Max. 1.2

   Part No. NMS-ADP-SFS-01
  Freq. 18 GHz
   VSWR Max. 1.2

N (F) - SMA (M) N (F) - SMA (F)

   Part No. NFS-ADP-SMS-01
  Freq. 18 GHz
   VSWR Max. 1.2

   Part No. NFS-ADP-SFS-01
  Freq. 18 GHz
   VSWR Max. 1.2

Unit : mm [Inch]

33.75 [1.329]

17.7 [0.697]

23.35 [0.919]

Nut(Hex)

19 [0.748]

NMS-ADP-SMS-01

Nut(Hex)

8 [0.315]

N(M)

SMA(M)

NMS-ADP-SFS-01

32.65 [1.285]

17.7 [0.697]

23.35 [0.919]

Nut(Hex)

19 [0.748]

1/4"-36 UNS-2AN(M)

SMA(F)

NFS-ADP-SMS-01

8.2 [0.323]

21.8 [0.858]

32.2 [1.268]

Nut(Hex)

8 [0.315]

5/8"-24 UNEF-2A

N(F)

SMA(M)

 N to SMA

Electrical data
Frequency DC to 18 GHz

Insertion Loss 0.25 dB @ 18 GHz

VSWR 1.22:1(@18GHz)

Temperature -4 0˚C  to + 125˚C 

Materials
Body Stainless steel Passivated

Center Contact
Beryllium Copper(BeCu)
Brass

Gold Plated
Gold Plated

Insulator PTFE -

N(M) to SMA(M) (P/N : NMS-ADP-SMS-01)
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NFS-ADP-SFS-01

31.1 [1.224]

8.2 [0.323]

21.8 [0.858]

1/4"-36 UNS-2A

5/8"-24 UNEF-2A

N(M)

SMA(F)


